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ANFD barrier isolator allows high active product dis-
charge from � lter dryers and heel removal for total prod-
uct recovery. The isolator is directly supported by the � lter 
dryer; installed on a � ange � xed on the discharge hatch. 
Activities are performed by working through glove ports 
installed on front window. Product heel is recovered with 
a special rake scraping the � lter dryer � ltering surface.
Operator and environment protection is assured ex-
tracting air from the glove box through an HEPA � lter by 
means of a dedicated suction system. 
Glove box purging is possible, with increased product pro-
tection. Cleaning of the isolator is performed by means of 
sprayball and washing gun, according to necessities.
An interlocked front bar prevents operator access to the 
gloves when the � lter dryer is not in operating condition. 
Isolator control may be dedicated or integrated in the � l-
ter dryer control system or integrated in the site DCS.
Equipments may be rated for installation in ATEX rated 
zones 1/21. Pack-o�  systems may be integrated for � nal 
packing for large lots.

Isolator for Filter Dryer
Dimensions 
According to process requirements
Material
AISI316L
Gaskets
EPDM - Silicone
Surface roughness
< 0,40 µm – contact parts
< 0,80 µm – non contact parts
Working pressure
-100Pa (adjustable)
Filtration
HEPA � lters class H13/H14
Cleaning
Sprayball and washing gun
Containment level
OEL (8h TWA): 0,1 µg/m³
ATEX classi� cation
II 2GD (when required) 


